
Pro8432WT Color Printer

HD Color quality with White toner – for breathtaking 
output on transfer media up to 11" x 17"!

The Pro8432WT Color Printer produces 
vibrant, high-quality color heat transfers 
easily and cost effectively.  

The Pro8432WT from OKI — the leader in toner-
based heat transfer printing — delivers White 
toner technology with solid opacity plus CMY 
color. It produces vibrant color transfers on both 
light and dark apparel, hard goods, promotional 
merchandise and more! The Pro8432WT 
offers the versatility that lets you adopt new 
applications, access lucrative new revenue 
streams and grow your business. 

It’s the easy-to-use, time-saving and affordable 
alternative to screen printing, allowing you 
to quickly and cost effectively deliver unique 
output with little to no setup costs. The compact 
Pro8432WT fits on a desktop and prints on 
transfer sheets up to 11" x 17" (Tabloid), 
combining enhanced High Definition (HD) Color 
printing and Single Pass Color™ technologies 
with a straight-through paper path for output 
that ordinarily requires expensive specialty 
media printing processes.

There is no compromising your designs or 
worrying about how vibrant colors will look on 
dark material. The Pro8432WT enables you to 
easily print what you need in-house, when you 
need it — with breathtaking results.

Fast print speeds and increased 
productivity – The Pro8432WT keeps work 
flowing smoothly, producing up to 16 full color 
transfers per minute (letter-size) and up to 9 
tabloid-size (11" x 17") transfers per minute 
— even when applying full coverage at high 
resolution. Approved transfer media feeds from 
the 100-sheet Multi-Purpose Tray which also 
handles postcards and invitations. For day-to-
day printing, the Pro8432WT has a 300-sheet 
paper tray and prints in color plus black through 
a mix of Cyan, Magenta, and Yellow toner.

We speak your language – The Pro8432WT 
delivers customized support for transfer media, 
allowing you to quickly set up jobs using 
familiar terms. This helps boost productivity by 
eliminating trial and error in the media  
selection process. 

Unmatched warranty support – OKI is 
so confident in the reliable performance of the 
Pro8432WT Color Printer that we provide a 
2-Year On-Site limited warranty on the printer3 
and an industry-leading 5-year warranty on its 
LED printheads.

For details, contact your authorized Pro8432WT 
Dealer. Or, for the dealer nearest you, call  
800.OKI.DATA (800.654.3282).3

Print Smart. Print OKI!

The Pro8432WT printer – HD Color quality 
with White toner for breathtaking transfer media 
output! Only from OKI. 

Printing & Pressing
Forever® Flex-Soft

+ When producing textile transfers logos for a left chest position on a collared shirt, it is best to   
 use a quality transfer media such as Forever® Flex-Soft (No Cut).

+ The following instructions will help you to print the transfer A-Foil, apply the self-weeding
 adhesive backing from the B-Paper, and transfer the image to your garment using a Heat Press.

FLAT RATE DELIVERY AS LOW AS $10

1. PRINTING

Print your design using the Mirror setting of the printer driver on the Coated Side of the 
A-Foil sheet.

Depending on the OKI Digital Transfer Printer you are using, select the fuser temperature 
setting for the correct media.

In the case of the pro8432WT, select Media setting: User Type 1. On other OKI printer 
models, such as the C711WT or the C941DN, use the TRANSPARENCY setting.

Use the Multi-purpose tray (MPT) to feed the media along with the straight-through face 
up paper path to exit the printer.

Make all sides of the A-Foil approximately 1 cm smaller by trimming around the image.

NOTE: It is essential that the B-Paper LowTemp is slightly larger than 
the A-Foil to avoid leaving edge marks around the weeded image

3. TRANSFER (B-PAPER TO A-FOIL)

1. Place 1-2 sheets of Regular Copy Paper on the lower plate to protect your silicone pad.

2. Place the trimmed A-Foil in the middle of the lower plate (Printed side facing up).

3. Place the B-Paper LowTemp on top of the A-Foil (coated side facing down).

4. Cover all with 1 or 2 sheets of Regular Copy Paper.

2. PREPARATION OF THE HEAT PRESS

Pre-heat your Heat Press until the Lower Plate is HOT!



FLAT RATE DELIVERY AS LOW AS $10

Printing & Pressing
Forever® Flex-Soft

3. TRANSFER (B-PAPER TO A-FOIL) CONT.

5. Press the A-Foil & B-Paper together:

6. After opening the press, rub the B-Paper with a cloth for 5–10 seconds.

Next, separate the B-Paper from the A-Foil without lifting them up from the lower plate.

When you start peeling the B-Paper, work in a low, slow, fluid motion (once you start, you 
should not stop).

TEMPERATURE TIME PRESSURE

WHITE 275°-310°F / 135°-155°C A4: 90 SEC. | A3: 120 SEC. 3-4 BAR | 40-60 PSI

STANDARD, METALLIC & NEON 293°-310°F / 135°-155°C A4: 90 SEC. | A3: 120 SEC. 2-3 BAR | 30-40 PSI

TEMPERATURE TIME PRESSURE

COTTON 275°-310°F / 135°-155°C 30 SEC. 3-4 BAR | 40-60 PSI

POLYESTER 275°F / 135°C 30 SEC 3-BAR | 40PSI

POLYPROPYLENE 212°F / 100°C 20 SEC 2 BAR | 30 PSI

BLEND FABRIC 266°-320°F / 130°-160°C 30 SEC 3-4 BAR | 40-60 PSI

4. APPLICATION ON THE GARMENT

Place the garment on the lower plate of the heat press.

Align the transfer on the garment in the position you wish to 
use for placement. Using a logo template for consistency in 
your placement is recommended.

If you feel the need to tape the corners of the A-Foil with 
Heat Resistant Tape to hold it in place, if you are more 
comfortable not doing this step, please feel free not to use tape.

Cover it with a Matt Finish silicone sheet, press the transfer onto the garment..

Press using the parameters shown:



FLAT RATE DELIVERY AS LOW AS $10

Printing & Pressing
Forever® Flex-Soft

4. APPLICATION ON THE GARMENT CONT.

Remove the A-Foil from the garment once it has become completely COLD.

Using your hand to roll the A-Foil on top of itself will give you good results, and provide 
the best color reproduction of your image.

5. FINISHING

For Extraordinary Good Wash ability with a Matte or Glossy finish, it is absolutely 
IMPORTANT that you repress using a sheet of Matte Finish Economy or Glossy Finishing 
Paper for 30 seconds at the same temperature as used to transfer of the image.

USEFUL TERMS:

HOT PEEL TRANSFERS: 
Requires you to be peeled immediately after heat pressing. Premium transfer 
papers that can be used may leaves a minimal amount of toner residue 
behind. Hot peel transfers feel soft on the shirt and are quick to complete.

COLD PEEL TRANSFERS: 
Requires you to peel when the paper and shirt have cooled down, they take 
longer due to this cool down time. Cold peel transfers tend to release almost 
100% of the toner when peeled.

SINGLE-STEP: 
Transfers the toner, not the back-ground film! Primary use is for color vector 
transfers on white and pastel colored fabrics. Can also be used with foils to 
decorate dark fabrics that adds value and designs that pop!

TWO-STEP: 
Is an easy-to-use, two-step transfer paper that eliminates the unnecessary 
white background usually found around your image when using opaque type 
papers. When you have finished both steps, you will have created a dark 
colored garment with a professional-looking transfer.


